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WHEEL OPTIONS 

ATV TYRES GENERAL PURPOSE TYRES GRASS TYRES 

LARGE ATV TYRES STEEL WHEELS ALLOY WHEELS 

Model RX8040PC-GE RX8040P-EU RX8040PC-EU 

Motor 
Manufacturer KIOTI KIOTI KIOTI 
Control Electronic (CRDI) Electronic (CRDI) Electronic (CRDI) 

Emissions Tier 5 5 5 
Maximum Power ( ECE - R120) hp (KW) 73.1(54.5) 73.1(54.5) 73.1(54.5) 

Number of Cylinders 4 4 4 
Engine Displacement cc 2,435 2,435 2,435 

Rated Speed rpm 2,600 2,600 2,600 
Turbocharge Yes Yes Yes 

Fuel Tank l 100 100 100 

Power Train 

Transmission Mechanical gearbox HST - Hydrostatic HST - Hydrostatic 
Number of Gears or HST ranges 24/24 F/R 24/24 F/R 24/24 F/R 

Shuttle Type Power Shuttle Power Shuttle Power Shuttle 
Maximum Speed km/h 11.2-24 11.2-24 11.2-24 

Creeper gear Std Std Std 
Four Wheel Drive Std. Std. Std. 
Differential Lock Std. (rear axle) Std. (rear axle) Std. (rear axle) 

Steering Type Hydr. Power steering Hydr. Power steering Hydr. Power steering 
PTO 

Rear PTO rpm 540/540E/1000 540/540E/1000 540/540E/1000 

Rated PTO Power hp 62.9 62.9 62.9 

Rear PTO Clutch Elec-hydr engagement Elec-hydr engagement Elec-hydr engagement 
Mid PTO rpm Opt - 2,000 Opt - 2,000 Opt - 2,000 

Front PTO (by engine) Opt Opt Opt 
rpm Opt - 1,000 Opt - 540E Opt - 540E 

Hydraulics 

Number of double acting spool valves 6 ( Std) 4 ( Std) 4 Std) 
Four way cross control lever Std Std. Std. 

Number of double acting mid mounted 3 2 2 

Pump power l/min 78 (30) 78 (30) 78 (30) 

Pressure bar 190 190 190 

Three Point Linkage (rear) 

Regulation 
Position / Draft / 
Combination 

Position / Draft / 
Combination 

Position / Draft / 
Combination 

Category Cat 2 Cat 2 Cat 2 

Maximum Lifting Capacity kg 3,075 3,075 3,075 

Lifting Capacity at the Coupling Point (entire stroke) kg 2,935 2,935 2,935 

Lifting capacity 610mm behind coupling point (entire stroke) kg 2,253 2,253 2,253 

Three Point Linkage (front) 
Available Opt Opt Opt 
Category Cat 2 Cat 2 Cat 2 

Dimensions 

Total Length mm 4,295 4,295 4,295 
Width mm 2,024 ( ag tyres ) 2,024 ( ag tyres ) 2,024 ( ag tyres ) 

Total Height mm 2,917 ( ag tyres ) 
Total Height mm 2,825 - 2,825 
Wheelbase mm 2,170 2,170 2,170 

Min. Ground Clearance mm 400 ( ag tyres ) 400 ( ag tyres ) 400 ( ag tyres ) 
Weight (Roll Bar) kg - - -

Weight (Cabin) kg 3,182 - 3,182 
Permissable total weight kg 4,450 4,450 4,450 

Ab. Front Axle Load kg 2,200 2,200 2,200 
Ab. Rear Axle Load kg 3,100 3,100 3,100 
Towing Capacity 

B1 Unbraked kg 2,700 2,700 2,700 
B2 Overrun braked kg 7,000 7,000 7,000 

Extras 
Air conditioning Std. - Std 

Swivel steering column Std Std Std 
Air suspension drivers seat Std Opt. Opt 

Clutch button on gear shifter Std. Std Std 
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